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Certified to meet the world standard JIS7
waterproofΔ level. Being defined as having
no ingress of water when immersed at 1
metre for 30 minutes.

UH076SX-2NB-TP

80 Narrowband Channels 5 Watt
UHF Handheld Radios - Tradies
Pack

|  

 

Introducing the ideal companion for Tradies, the UH076SX-2NB-TP
communications pack by Uniden. With its handy portable Rugged Carry
Case, your radios will stay protected and safe.

The UH076SX-2NB-TP is the ultimate in compact UHF communications
and built for rugged Australian and New Zealand conditions. It is ideal
for Commercial use, Truck Drivers, 4-Wheel Drivers, Construction Sites,
Caravan Drivers and Restaurants. Uniden's reliability and experience in
UHF makes this unit well suited to the professional who needs to keep
in touch with the outside world. The UH076SX-2NB-TP offers the finest
components, engineering and styling and offers outstanding
performance in virtually all conditions and situations, just what you
would expect from Uniden.

The radio has a Metal Alloy Casing and is a compact 5 Watt UHF radio
featuring a waterproofΔ construction to operate in the most intense
environments.

The UH076SX-NB is an ultra-compact unit consisting of 80 Narrowband
Channels, CTCSS, Long life Super Switch and many more features.

With Range Extender (Duplex) Capability, the radios can reach up to
15km and can achieve even further range depending on the location of
your local repeater station and topographical conditions. Designed and
Engineered in Japan to offer outstanding performance in virtually all
conditions and situations.

The UH076SX-NB has a Backlit LCD Display for easy viewing at night
or in low light situations

This radio is for those people wanting a powerful waterproofΔ UHF
radio so you can be sure to stay in touch.

Consisting of 2 x UH076SX-NB UHF Radios, 2 x Speaker Microphones,
2 x Earpiece Microphones, 1 x Dual Drop-In Charger with AC Adaptor,
4 x Lithium-Ion Rechargeable Batteries, 2 Cigarette Charger with Hang-
up, 2 x Belt Clips and Wrist Strap, 1 x Weatherproof Rugged Carrying
Case.

Ideal for:

Like 78K

https://www.uniden.com.au/AUSTRALIA/cs_77_channel_acma.asp
https://www.uniden.com.au/AUSTRALIA/cs_77_channel_acma.asp
https://www.uniden.com.au/AUSTRALIA/default_print.asp?product=p_uh076sx_2nb_tp.htm
https://www.uniden.com.au/RESOURCES_MAIN/pdfs/UH_076SX_2NB_TP_Brochure.pdf
https://www.uniden.com.au/RESOURCES_MAIN/pdfs/UH_076SX_2NB_TP_OM.pdf
http://www.addthis.com/bookmark.php?v=250
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Designed and Engineered in Japan

Built for Rugged Australia and New Zealand Conditions with its
Metal Alloy Casing

Ultra Compact Design

80 Narrowband Channels*

5 Watt Maximum TX Output Power

WaterproofΔ

Long Life Super Switch

Range Extender (Duplex) Capability

VOX Hands Free Capable

Interference Eliminator (CTCSS)

Backlit Keypad and LCD Display

Auto Battery Save

Open Scan

Group Scan

Battery Level Indicator

Busy Channel Lockout Function

Roger Beep

Keypad Lock

Key Features
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Rubber Grips / Seal and built-in Headset Jack

2x UH076SX-NB UHF Radio

2x Speaker Microphone

2x Earpiece Microphones

1x Dual Drop-in Charger

4x Lithium-Ion Rechargeable Battery

2 x Cigarette Charger with Hang-up

1x AC Adaptor

2x Belt Clips & Wrist Straps

1 x Weatherproof Carry Case

1x Owner's Manual

# Range: 15kms Typical Range in kms (line of sight)

Operating Time: 12hrs

Batteries: 4x Lithium Ion Rechargeable Battery Pack (included)

Size of Unit (mm): 58mm (W) x 29mm (D) x 220mm (H)

Weight without battery: 198g

Includes

Additional Features:

Δ Meets the world standard JIS7. Being defined as having no ingress of water when
immersed at 1 metre for 30 minutes. All accessories, including the speaker microphone,
are not waterproof.

# Range may vary depending on environmental and/or topographical conditions.
Factory setting is to Australian frequencies only. Refer to owner's manual for New
Zealand setting.

† Operating time in (hours) based on 5% transmitting, 5% receiving and 90% waiting
mode using low output power.
 
Specifications subject to change without notice.


