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UH076SX-NB & UH078SX-NB
SPECiFiCAtioNS

UHF CB HANDHELD UH076SX-NB UH078SX-NB

output Power – Switchable	 5	Watts,	1	Watt	 5	Watts,	1	Watt,	0.5	Watt

Number of Channels	 77*	 77*

Frequency range	 476.425MHz	–	477.4125MHz	 476.425MHz	–	477.4125MHz

Channel Width 12.5kHz	(Narrowband)	 12.5kHz	(Narrowband)

microphone	 •	 •

microphone Condenser	 Electret	 Electret

AvS circuitry^	 •	 •

Digital Coded Squelch (DCS) NA 104

interference Eliminator CtCSS	 38	 38

Scramble	 NA	 •

range Extender Duplex Capability**	 •	 •

LCD Display	 Segment	 Segment

Backlit Keypad and LCD	 Yes	 Yes

Backlight Colours	 Orange	 Clear	(White)

tX indicator	 •	 •

Scanning receiver Functions

Memory	Scan	Functions	 •	 •
Channel	Scan	 •	 •
Scanning	Group	(with	Priority	Watch)	 •	 •
Scanning	Open	 •	 •

Key Beep on/off	 •	 •

roger Beep	 •	 •

Calling tones	 5	 5

monitor Function	 •	 NA

voX	 •	 •

Keypad Lock	 •	 •

Auto Squelch	 •	 •

rotary Controls

Squelch	 •	 •
Volume	 •	 •

Power oN/oFF

Rotary	Switch	 •	 •

Warranty	 3yrs	 3yrs

DEALER DETAILS

UH076SX-NB UH078SX-NB

1	x	 UH076SX-NB	Radio

1	x	 Single	Desktop	Charge	Cradle

1	x	 Speaker	Microphone

1	x	 Lithium-Ion	Battery

1	x	 AC	Adaptor

1	x	 Belt	Clip

1	x	 UH078SX-NB	Radio

1	x	 Dual	Desktop	Charge	Cradle

1	x	 Speaker	Microphone

1	x	Cigarette	Lead	Battery	Saver	Charger

1	x	Radio	Hang-Up	Bracket

2	x	High	Capacity	Lithium-Ion	Rechargeable	Battery	Packs

1	x	 AC	Adaptor

1	x	 Belt	Clip

*	 Please	 note:	 In	 the	 Narrowband	 UHF	 CB	 expansion	 77	
channels	 are	 available	 for	 use.	 CH	 22	 &	 23	 are	 used	
for	 telemetry	 and	 telecommand	 applications,	 voice	
communications	are	not	permitted	on	 these	channels	and	
transmission	is	inhibited.	CH	61,	62	&	63	are	guard	channels	
and	are	unavailable	for	use.

**	 CH	01-08	and	CH41–48	are	available	for	duplex	operation.	
Check	with	 your	 local	Retailer	 for	 information	on	available	
repeaters.

^	 AVS	–	The	Automatic	Volume	Stabilizer	detects	Narrowband	
and	 Wideband	 Transmissions	 and	 automatically	 adjusts	
incoming	audio	to	comparable	levels.

#	 15km:	Typical	Range	Line	of	Sight
†	 Operating	 time	 (in	 hours)	 based	 on	 5%	 transmitting,	 5%	

receiving	and	90%	waiting	mode	with	low	output	power.
NA	 Not	Available
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